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Graflex CFE8 series Carbon Fiber Enclosures provide extreme strength at the lightest possible 
weight. All our enclosures are IP66 rated, nitrogen purgeable, and include climate control features 
as standard providing a dust and moisture free environment for large sensors of any type.  
 

 

 

  

 

Enclosure Features 
- Impervious to Corrosive Environments 

 - Customer Selectable Colors 
 - Thermostat Controlled 
 - High MTBF/Quality Components 
 - Universal Interior/Exterior Mount/Bolt Pattern 
 - Quick/Simple Sensor Install 
 - Nitrogen Purgeable 
  

 

Advantages of Carbon Fiber Design 
 - Minimizes/Decreases Required Pan & Tilt Capacity 
 - Extreme High Strength to Weight Ratio 
 - Maintains Structural Integrity No Matter the Impact 
 - Carbon Fiber = Extreme Low Thermal Conductivity 

-  Carbon Fiber 8X-10X Stronger Than Metallic 
-  One-Half Weight of Comparable Metal Enclosures 
 

Mechanical 
Weight: 17.4 LB (7.85 KG) 
Exterior (Nominal):   8.9” x 8.9”, L = 18.2”, 24.2”, Custom Length 
Exterior Mount: 16 x ¼-20 Holes Centered 
Interior Useable Cavity (18”): 7.12” (W) x 6.43” (T) x ~ 15.0” (L) 
Interior Useable Cavity (24”): 7.12” (W) x 6.43” (T) x ~ 21.0” (L) 
Interior Mount: Universal  
Sun Shield: Optional 

Electrical 
Voltage: 12 VDC (Standard), 24 VDC (Optional) 
Receptacle (Standard): PTB-14-19P  
Receptacle (Optional): Up to 41 Pins 
Available Pins: Up to 41 (Contact Factory) 
Heater with Thermostat (Standard): 80 Watts 
Fan (Standard):  2.5 Watts, 27.5 CFM 
DIS-III: Wired for Simple Install 
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